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SECTI ON 092216

NON- STRUCTURAL METAL FRAM NG

PART 1 - GENERAL

1.1 DESCRI PTI ON

A. Thissectionspecifiessteelstudswallsystems,sh
or soffit suspended or furred framing, wall furring
accessoriesforthescrewattachmentofgypsumboar
building boards.
1.2 RELATED WORK
A. Load bearing framing: Section 054000, COLD-FORMED M

Support for wall mounted items: Section 055000, MET

w

C. Ceiling suspension systems for acoustical tile or p
board panels: Section 095100, ACOUSTICAL CEILINGS S
BOARD.
1.3  TERM NOLOGY

A. Description of terms shall be in accordance with AS
C841 and as specified.

B. UndersideofStructure Overhead:Inspaceswherest
are shown, the underside of structure overhead shal
the floor or roof construction supported by beams,
Ininterstitialspaceswithwalk-onfloorstheunde
is the underside of structure overhead.

C. Thicknessofsteelspecifiedistheminimumbare(u

1.4 SUBM TTALS

A. Submitinaccordance with Section 013323, SHOP DRAW
SAMPLES.

B. Manufacturer's Literature and Data:
Studs, runners and accessories.
Hanger inserts.

Channels (Rolled steel).

Furring channels.

o~ w0 N e

Screws, clips and other fasteners.
C. Shop Drawings:
1. Typical ceiling suspension system.

2. Typical metal stud and furring construction system
around openings and corner details.

3. Typical fire rated assembly and column fireproofing
construction same as that used in fire rating test.
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D. Test Results: Fire rating test designation, each fi re rating required for

each assembly.

1.5 DELI VERY, | DENTI FI CATI ON, HANDLI NG AND STORAGE
A. In accordance with the requirements of ASTM C754.

1.6 APPL| CABLE PUBLI CATI ONS

A. Thepublicationslistedbelowformapartofthiss pecificationtotheextent
referenced. The publications are referenced in the text by the basic
designation only.

B. American Society For Testing And Materials (ASTM)

A123-09........... Zinc (Hot-dip Galvanized) Coating s on Iron and Steel
Products

A653/A653M-09.....Steel Sheet, Zinc-Coated (Galvani zed) or Zinc-Iron
Alloy Coated (Galvannealed) by the Hot-Dip Proce SS

A641-09........... Zinc-Coated (Galvanized) Carbon S teel Wire

C11-09............ Terminology Relating to Gypsum an d Related Building
Materials and Systems

C635-07........... Manufacture, Performance, and Tes ting of Metal
Suspension System for Acoustical Tile and Lay-in Panel
Ceilings

C636-06........... Installation of Metal Ceiling Sus pension Systems for
Acoustical Tile and Lay-in Panels

C645-09........... Non-Structural Steel Framing Memb ers

C754-09........... Installation of Steel Framing Mem bers to Receive

Screw-Attached Gypsum Panel Products

C841-03(R2008)....Installation of Interior Lathing and Furring
C954-07........... Steel Drill Screws for the Applic ation of Gypsum Panel
Products or Metal Plaster Bases to Steel Studs f rom
0.033in. (0.84 mm) to 0.112 in. (2.84 mm) in
Thickness
C1002-07.......... Steel Self-Piercing Tapping Screw s for the Application
of Gypsum Panel Products or Metal Plaster Bases to

Wood Studs or Steel Studs
E580-09........... Application of Ceiling Suspension Systems for

Acoustical Tile and Lay-in Panels in Areas Requi ring
Moderate Seismic Restraint.

PART 2 - PRODUCTS

2.1 PROTECTI VE COATI NG

A. Galvanize steel studs, runners (track), rigid (hat section) furring
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2.4

channels,"Z"shapedfurringchannels,andresilien

coating designation of G-60 minimum, per ASTM 123.
STEEL STUDS AND RUNNERS ( TRACK)

ASTM C645, modified for thickness specified and siz

1. Use ASTM A525 steel, 0.8 mm (0.0329-inch) thick bar
2. Runners same thickness as studs.

Provide not less than two cutouts in web of each st
mm (12inches)fromeachend, andintermediate cuto
mm (24-inch) centers.

Doubled studs for openings and studs for supporting
Studs 3600 mm (12 feet) or less in length shall be

FASTENERS, CLIPS, AND OTHER METAL ACCESSORI ES
ASTM C754, except as otherwise specified.
Forfirerated construction: Typeand size same as

Fastenersforsteelstudsthickerthan0.84mm(0.0
C954 steel drill screws of size and type recommende
of the material being fastened.

Clips: ASTM C841 (paragraph 6.11), manufacturer’s
usedinlieuoftiewireshallhaveholdingpowere
by the tie wire for the specific application.

Concrete ceiling hanger inserts (anchorage for hang
straps): Steel, zinc-coated (galvanized), manufactu
designed to support twice the hanger loads imposed
used.

Tie Wire and Hanger Wire:
1. ASTM A641, soft temper, Class 1 coating.
2. Gage (diameter) as specified in ASTM C754 or ASTM C

. Attachments for Wall Furring:

1. Manufacturers standard items fabricated from zinc-c
steel sheet.

2. For concrete or masonry walls: Metal slots with adj
adjustable wall furring brackets. Spacers may be f
(0.0396-inch) thick galvanized steel with corrugate

Power Actuated Fasteners: Type and size as recommen
of the material being fastened.
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SUSPENDED CEI LI NG SYSTEM FOR GYPSUM BOARD ( OPTI ON)

Conformto ASTM C635, heavy duty, withnotlesstha
knurled capped flange face designed for screw attac

Wall track channel with 35 mm (1-3/8 inch) wide fla
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PART 3 - EXECUTI ON

3.

1

.2

A.

J.

| NSTALLATI ON CRI TERI A

Where fire rated construction is required for walls
beams and floor-ceiling assemblies, the constructio
used in fire rating test.

Construction requirements for fire rated assemblies

as shown and specified, the provisions of the Scope
C754 and ASTM C841 regarding details of constructio
| NSTALLI NG STUDS

Install studs in accordance with ASTM C754, except
specified.

Space studs not more than 406 mm (16 inches) on cen

Cut studs 6 mm to 9 mm (1/4 to 3/8-inch) less than
structure overhead when extended to underside of st

Wherestudsareshowntoterminateabovesuspended
as shown or extend studs to underside of structure

Extendstudstounderside of structure overheadfor

smoke partitions, shafts, and sound rated partition

Openings:

1. Frame jambs of openings in stud partitions and furr
placed back to back or as shown.

2. Fasten back to back studs together with 9 mm (3/8-i
headscrewsatnotlessthan 600 mm (twofeet)onc
webs.

3. Studs fastened flange to flange shall have splice p
approximately 50 X 75 mm (2 by 3 inches) screwed to
screwsineachstud. Locatespliceplatesat600m
between runner tracks.

Fastening Studs:

1. Fasten studs located adjacent to partition intersec
studs at jambs of openings to flange of runner trac
through each end of each stud and flange of runner.

2. Do not fasten studs to top runner track when studs
of structure overhead.

Chase Wall Partitions:

1. Locatecrossbracesforchasewallpartitionstope
of pipes, conduits, carriers and similar items.

2. Use studs or runners as cross bracing not less than
wide).

Form building seismic or expansion joints with doub
spaced 75 mm (threeinches) apartplusthewidth of
joint.

Form control joint, with double studs spaced 13 mm
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3.

3.

3

.5

A.

E.
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I NSTALLI NG WALL FURRI NG FOR FI NIl SH APPLI ED TO ONE SI DE ONLY

In accordance with ASTM C754, or ASTM C841 except a
or shown.

Wall furring-Stud System:

1. Framedwith 63 mm (2-1/2 inch) or narrower studs, 6
center.

2. Brace as specified in ASTM C754 for Wall Furring-St
with sections or runners or studs placed horizontal
three foot vertical intervals on side without finis

3. Securely fasten braces to each stud with two Type S
each bearing.

InstallingWallFurring-BracketSystem:Spacefurri
400 mm (16 inches) on center.

| NSTALLI NG SUPPCORTS REQUI RED BY OTHER TRADES

Provide for attachment and support of electrical ou
laboratoryorheatingfixtures,recessedtypeplumb
access panel frames, wall bumpers, wood seats, toil
dressing booth partitions, urinal screens, chalkboa
wall-hung casework, handrail brackets, recessedfir
and other items like auto door buttons and auto doo
by stud construction.

Provide additional studs whererequired. Installm
special metal shapes as required, securely fastened

s otherwise specified

00 mm (24 inches) on

ud System or brace
ly at not less than
h.

pan head screws at

ngchannelsnotmorethan

tlets, plumbing,
ingfixtureaccessories,
et stall partitions,
rds, tackboards,
e extinguishercabinets
r operators supported

etal backing plates, or
to metal studs.

| NSTALLI NG FURRED AND SUSPENDED CEI LI NGS OR SOFFI TS

Install furred and suspended ceilings or soffits in
C7540r ASTM C841 exceptas otherwise specified or
gypsum board ceilings and for plaster ceilings or s

1. Space framing at 400 mm (16-inch) centers for gypsu

Where bar joists or beams are more than 1200 mm (48
intermediate hangers so that spacing between suppor
mm(48inches).Useclips, bolts,orwiretiesfor

framing.

Steel decking without concrete topping:
1. Do not fasten to steel decking 0.76 mm (0.0299-inch

2. Toggle bolt to decking 0.9 mm (0.0359-inch) or thic
anchorage to steel framing is not possible.

Installing suspended ceiling system for gypsum boar
1. Install only for ceilings to receive screw attached
2. Install in accordance with ASTM C636.
a. Install main runners spaced 1200 mm (48 inches) on

b. Install1200mm (fourfoot)teesnotover600mm (2
locate for edge support of gypsum board.

c. Install wall track channel at perimeter.

Installing Ceiling Bracing System:
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1. Constructbracing of 38 mm (1-1/2 inch) channels fo
mm (8 feet) and 50 mm (2 inch) channels forlengths
with ends bent to form surfaces for anchorage to ca
over head construction. Lap channels not less than
midpoint back to back. Screw or bolt lap together w

2. Install bracing at an approximate 45 degree angle t
and structure overhead; secure as specified to stru
two fasteners and to carrying channels with two fas

3. Bracesuspended ceilingorsoffitframinginseismi
with ASTM E580.

3.6  TOLERANCES

A. Fastening surface for application of subsequent mat
more than 3 mm (1/8-inch) from the layout line.

B. Plumb and align vertical members within 3 mm (1/8-i

C. Level or align ceilings within 3 mm (1/8-inch.)

---END---
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